Environmental Protection Agency

Administrator by the Director of the
Analytical Methods Staff, Washington,
DC. A copy of all approval and rejec-
tion notifications will be forwarded to
the Director, Analytical Methods Staff,
Washington, DC, for the purposes of na-
tional coordination.

(e) Approval for nationwide wuse. (1)
Within sixty days of the receipt by the
Director of the Analytical Methods
Staff, Washington, DC, of an applica-
tion for an alternate test procedure for
nationwide use, the Director of the An-
alytical Methods Staff shall notify the
applicant in writing whether the appli-
cation is complete. If the application is
incomplete, the applicant shall be in-
formed of the information necessary to
make the application complete.

(2) Within ninety days of the receipt
of a complete package, the Analytical
Methods Staff shall perform any anal-
ysis necessary to determine whether
the alternate method satisfies the ap-
plicable requirements of this part, and
the Director of the Analytical Methods
Staff shall recommend to the Adminis-
trator that he/she approve or reject the
application and shall also notify the
applicant of such recommendation.

(3) As expeditiously as practicable,
an alternate method determined by the
Administrator to satisfy the applicable
requirements of this part shall be pro-
posed by EPA for incorporation in sub-
section 136.3 of 40 CFR part 136. EPA
shall make available for review all the
factual bases for its proposal, including
any performance data submitted by the
applicant and any available EPA anal-
ysis of those data.

(4) Following a period of public com-
ment, EPA shall, as expeditiously as
practicable, publish in the FEDERAL
REGISTER a final decision to approve or
reject the alternate method.

[38 FR 28760, Oct. 16, 1973, as amended at 41

FR 52785, Dec. 1, 1976; 55 FR 33440, Aug. 15,
1990; 62 FR 30763, June 5, 1997]

APPENDIX A TO PART 136—METHODS FOR
ORGANIC CHEMICAL ANALYSIS OF
MUNICIPAL AND INDUSTRIAL WASTE-
WATER

METHOD 601 —PURGEABLE HALOCARBONS

1. Scope and Application

1.1 This method covers the determination
of 29 purgeable halocarbons.
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The following parameters may be deter-
mined by this method:

Parameter STSE_ET CAS No.
Bromodichloromethane .. 32101 75-27-4
Bromoform .......... 32104 75-25-2
Bromomethane .... 34413 74-83-9
Carbon tetrachloride 32102 56-23-5
Chlorobenzene ... 34301 108-90-7
Chloroethane ....... 34311 75-00-3
2-Chloroethylvinyl ether . 34576 100-75-8
Chloroform .......... 32106 67-66-3
Chloromethane ... 34418 74-87-3
Dibromochloromethane .. 32105 124-48-1
1,2-Dichlorobenzene .. 34536 95-50-1
1,3-Dichlorobenzene .. 34566 541-73-1
1,4-Dichlorobenzene .. 34571 106-46-7
Dichlorodifluoromethane ... 34668 75-71-8
1,1-Dichloroethane .. 34496 75-34-3
1,2-Dichloroethane .. 34531 107-06-2
1,1-Dichloroethane .. 34501 75-35-4
trans-1,2-Dichloroethene 34546 156-60-5
1,2-Dichloropropane ....... 34541 78-87-5
cis-1,3-Dichloropropene . 34704 10061-01-5
trans-1,3-Dichloropropene . 34699 10061-02-6
Methylene chloride ......... 34423 75-09-2
1,1,2,2-Tetrachloroethane .. 34516 79-34-5
Tetrachloroethene ...... 34475 127-18-4
1,1,1-Trichloroethane . 34506 71-55-6
1,1,2-Trichloroethane . 34511 79-00-5
Tetrachloroethene ...... 39180 79-01-6
Trichlorofluoromethane 34488 75-69-4
Vinyl chloride 39715 75-01-4

1.2 This is a purge and trap gas chroma-
tographic (GC) method applicable to the de-
termination of the compounds listed above
in municipal and industrial discharges as
provided under 40 CFR 136.1. When this meth-
od is used to analyze unfamiliar samples for
any or all of the compounds above, com-
pound identifications should be supported by
at least one additional qualitative tech-
nique. This method describes analytical con-
ditions for a second gas chromatographic
column that can be used to confirm measure-
ments made with the primary column. Meth-
od 624 provides gas chromatograph/mass
spectrometer (GC/MS) conditions appro-
priate for the qualitative and quantitative
confirmation of results for most of the pa-
rameters listed above.

1.3 The method detection limit (MDL, de-
fined in Section 12.1)1 for each parameter is
listed in Table 1. The MDL for a specific
wastewater may differ from those listed, de-
pending upon the nature of interferences in
the sample matrix.

1.4 Any modification of this method, be-
yvond those expressly permitted, shall be con-
sidered as a major modification subject to
application and approval of alternate test
procedures under 40 CFR 136.4 and 136.5.

1.5 This method is restricted to use by or
under the supervision of analysts experi-
enced in the operation of a purge and trap
system and a gas chromatograph and in the
interpretation of gas chromatograms. Each
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analyst must demonstrate the ability to gen-
erate acceptable results with this method
using the procedure described in Section 8.2.

2. Summary of Method

2.1 An inert gas is bubbled through a 5-mL
water sample contained in a specially-de-
signed purging chamber at ambient tempera-
ture. The halocarbons are efficiently trans-
ferred from the aqueous phase to the vapor
phase. The vapor is swept through a sorbent
trap where the halocarbons are trapped.
After purging is completed, the trap is heat-
ed and backflushed with the inert gas to
desorb the halocarbons onto a gas
chromatographic column. The gas chro-
matograph is temperature programmed to
separate the halocarbons which are then de-
tected with a halide-specific detector.23

2.2 The method provides an optional gas
chromatographic column that may be help-
ful in resolving the compounds of interest
from interferences that may occur.

3. Interferences

3.1 Impurities in the purge gas and or-
ganic compounds outgassing from the plumb-
ing ahead of the trap account for the major-
ity of contamination problems. The analyt-
ical system must be demonstrated to be free
from contamination under the conditions of
the analysis by running laboratory reagent
blanks as described in Section 8.1.3. The use
of non-Teflon plastic tubing, non-Teflon
thread sealants, or flow controllers with rub-
ber components in the purge and trap system
should be avoided.

3.2 Samples can be contaminated by diffu-
sion of volatile organics (particularly fluoro-
carbons and methylene chloride) through the
septum seal ilto the sample during shipment
and storage. A field reagent blank prepared
from reagent water and carried through the
sampling and handling protocol can serve as
a check on such contamination.

3.3 Contamination by carry-over can
occur whenever high level and low level sam-
ples are sequentially analyzed. To reduce
carry-over, the purging device and sample
syringe must be rinsed with reagent water
between sample analyses. Whenever an un-
usually concentrated sample is encountered,
it should be followed by an analysis of rea-
gent water to check for cross contamination.
For samples containing large amounts of
water-soluble materials, suspended solids,
high boiling compounds or high organohalide
levels, it may be necessary to wash out the
purging device with a detergent solution,
rinse it with distilled water, and then dry it
in a 105°C oven between analyses. The trap
and other parts of the system are also sub-
ject to contamination; therefore, frequent
bakeout and purging of the entire system
may be required.
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4. Safety

4.1 The toxicity or carcinogenicity of
each reagent used in this method has not
been precisely defined; however, each chem-
ical compound should be treated as a poten-
tial health hazard. From this viewpoint, ex-
posure to these chemicals must be reduced to
the lowest possible level by whatever means
available. The laboratory is responsible for
maintaining a current awareness file of
OSHA regulations regarding the safe han-
dling of the chemicals specified in this meth-
od. A reference file of material data handling
sheets should also be made available to all
personnel involved in the chemical analysis.
Additional references to laboratory safety
are available and have been identified45 for
the information of the analyst.

4.2 The following parameters covered by
this method have been tentatively classified
as known or suspected, human or mamma-
lian carcinogens: carbon tetrachloride, chlo-
roform, 1,4-dichlorobenzene, and vinyl chlo-
ride. Primary standards of these toxic com-
pounds should be prepared in a hood. A
NIOSH/MESA approved toxic gas respirator
should be worn when the analyst handles
high concentrations of these toxic com-
pounds.

5. Apparatus and Materials

5.1 Sampling equipment, for discrete sam-
pling.

5.1.1 Vial—25-mL: capacity or larger,
equipped with a screw cap with a hole in the
center (Pierce #13075 or equivalent). Deter-
gent wash, rinse with tap and distilled water,
and dry at 105 °C before use.

5.1.2 Septum—Teflon-faced silicone
(Pierce #12722 or equivalent). Detergent
wash, rinse with tap and distilled water, and
dry at 105 °C for 1 h before use.

5.2 Purge and trap system—The purge and
trap system consists of three separate pieces
of equipment: a purging device, trap, and
desorber. Several complete systems are now
commercially available.

5.2.1 The purging device must be designed
to accept 5-mL samples with a water column
at least 3 cm deep. The gaseous head space
between the water column and the trap must
have a total volume of less than 15 mL. The
purge gas must pass through the water col-
umn as finely divided bubbles with a diame-
ter of less than 3 mm at the origin. The
purge gas must be introduced no more than
5 mm from the base of the water column.
The purging device illustrated in Figure 1
meets these design criteria.

5.2.2 The trap must be at least 256 cm long
and have an inside diameter of at least 0.105
in. The trap must be packed to contain the
following minimum lengths of adsorbents: 1.0
cm of methyl silicone coated packing (Sec-
tion 6.3.3), 7.7 cm of 2,6-diphenylene oxide
polymer (Section 6.3.2), 7.7 cm of silica gel
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(Section 6.3.4), 7.7 cm of coconut charcoal
(Section 6.3.1). If it is not necessary to ana-
lyze for dichlorodifluoromethane, the char-
coal can be eliminated, and the polymer sec-
tion lengthened to 15 cm. The minimum
specifications for the trap are illustrated in
Figure 2.

5.2.3 The desorber must be capable of rap-
idly heating the trap to 180 °C. The polymer
section of the trap should not be heated
higher than 180 °C and the remaining sec-
tions should not exceed 200 °C. The desorber
illustrated in Figure 2 meets these design
criteria.

5.2.4 The purge and trap system may be
assembled as a separate unit or be coupled to
a gas chromatograph as illustrated in Fig-
ures 3 and 4.

5.3 Gas chromatograph—An analytical
system complete with a temperature pro-
grammable gas chromatograph suitable for
on-column injection and all required acces-
sories including syringes, analytical col-
umns, gases, detector, and strip-chart re-
corder. A data system is recommended for
measuring peak areas.

5.3.1 Column 1—8 ft long x 0.1 in. ID stain-
less steel or glass, packed with 1% SP-1000
on Carbopack B (60/80 mesh) or equivalent.
This column was used to develop the method
performance statements in Section 12.
Guidelines for the use of alternate column
packings are provided in Section 10.1.

5.3.2 Column 2—6 ft long x 0.1 in. ID stain-
less steel or glass, packed with chemically
bonded n-octane on Porasil-C (100/120 mesh)
or equivalent.

5.3.3 Detector—Electrolytic conductivity
or microcoulometric detector. These types of
detectors have proven effective in the anal-
ysis of wastewaters for the parameters listed
in the scope (Section 1.1). The electrolytic
conductivity detector was used to develop
the method performance statements in Sec-
tion 12. Guidelines for the use of alternate
detectors are provided in Section 10.1.

5.4 Syringes—5-mL glass hypodermic with
Luerlok tip (two each), if applicable to the
purging device.

5.6 Micro syringes—25-pL, 0.006 in. ID nee-
dle.

5.6 Syringe valve—2-way, with Luer ends
(three each).

5.7 Syringe—5-mL, gas-tight with shut-off
valve.

5.8 Bottle—15-mL, screw-cap, with Teflon
cap liner.

5.9 Balance—Analytical, capable of accu-
rately weighing 0.0001 g.

6. Reagents

6.1 Reagent water—Reagent water is de-
fined as a water in which an interferent is
not observed at the MDL of the parameters
of interest.

6.1.1 Reagent water can be generated by
passing tap water through a carbon filter bed
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containing about 1 1b of activated carbon
(Filtrasorb-300, Calgon Corp., or equivalent).

6.1.2 A water purification system
(Millipore Super-Q or equivalent) may be
used to generate reagent water.

6.1.3 Reagent water may also be prepared
by boiling water for 15 min. Subsequently,
while maintaining the temperature at 90°C,
bubble a contaminant-free inert gas through
the water for 1 h. While still hot, transfer
the water to a narrow mouth screw-cap bot-
tle and seal with a Teflon-lined septum and
cap.

6.2 Sodium thiosulfate—(ACS) Granular.

6.3 Trap Materials:

6.3.1 Coconut charcoal—6/10 mesh sieved
to 26 mesh, Barnabey Cheney, CA-580-26 lot #
M-2649 or equivalent.

6.3.2 2,6-Diphenylene oxide polymer—
Tenax, (60/80 mesh), chromatographic grade
or equivalent.

6.3.3 Methyl silicone packing—3% OV-1 on
Chromosorb-W (60/80 mesh) or equivalent.

6.3.4 Silica gel—35/60 mesh, Davison,
grade-15 or equivalent.

6.4 Methanol—Pesticide quality or equiv-
alent.

6.5 Stock standard solutions—Stock
standard solutions may be prepared from
pure standard materials or purchased as cer-
tified solutions. Prepare stock standard solu-
tions in methanol using assayed liquids or
gases as appropriate. Because of the toxicity
of some of the organohalides, primary dilu-
tions of these materials should be prepared
in a hood. A NIOSH/MESA approved toxic
gas respirator should be used when the ana-
lyst handles high concentrations of such ma-
terials.

6.5.1 Place about 9.8 mL of methanol into
a 10-mL ground glass stoppered volumetric
flask. Allow the flask to stand, unstoppered,
for about 10 min or until all alcohol wetted
surfaces have dried. Weigh the flask to the
learest 0.1 mg.

6.5.2 Add the assayed reference material:

6.5.2.1 Liquid—Using a 100 pL syringe, im-
mediately add two or more drops of assayed
reference material to the flask, then re-
weigh. Be sure that the drops fall directly
into the alcohol without contacting the neck
of the flask.

6.5.2.2 Gases—To prepare standards for
any of the six halocarbons that boil below
30°C (bromomethane, chloroethane, chloro-
methane, dichlorodifluoromethane,
trichlorofluoromethane, vinyl chloride), fill
a 5-mL valved gas-tight syringe with the ref-
erence standard to the 5.0-mL mark. Lower
the needle to 5 mm above the methanol me-
niscus. Slowly introduce the reference stand-
ard above the surface of the liquid (the heavy
gas will rapidly dissolve into the methanol).

6.5.3 Reweigh, dilute to volume, stopper,
then mix by inverting the flask several
times. Calculate the concentration in pg/pL
from the net gain in weight. When compound
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purity is assayed to be 96% or greater, the
weight can be used without correction to cal-
culate the concentration of the stock stand-
ard. Commercially prepared stock standards
can be used at any concentration if they are
certified by the malufacturer or by an inde-
pendent source.

6.5.4 Transfer the stock standard solution
into a Teflon-sealed screw-cap bottle. Store,
with minimal headspace, at —10 to —20 °C
and protect from light.

6.5.5 Prepare fresh standards weekly for
the six gases and 2-chloroethylvinyl ether.
All other standards must be replaced after
one month, or sooner if comparison with
check standards indicates a problem.

6.6 Secondary dilution standards—Using
stock standard solutions, prepare secondary
dilution standards in methanol that contain
the compounds of interest, either singly or
mixed together. The secondary dilution
standards should be prepared at concentra-
tions such that the aqueous calibration
standards prepared in Section 7.3.1 or 7.4.1
will bracket the working range of the ana-
lytical system. Secondary dilution standards
should be stored with minimal headspace and
should be checked frequently for signs of
degradation or evaporation, especially just
prior to preparing calibration standards from
them.

6.7 Quality control check sample con-
centrate—See Section 8.2.1.

7. Calibration

7.1 Assemble a purge and trap system that
meets the specifications in Section 5.2. Con-
dition the trap overnight at 180 °C by
backflushing with an inert gas flow of at
least 20 mL/min. Condition the trap for 10
min once daily prior to use.

7.2 Connect the purge and trap system to
a gas chromatograph. The gas chro-
matograph must be operated using tempera-
ture and flow rate conditions equivalent to
those given in Table 1. Calibrate the purge
and trap-gas chromatographic system using
either the external standard technique (Sec-
tion 7.3) or the internal standard technique
(Section 7.4).

7.3 External standard calibration proce-
dure:

7.3.1 Prepare calibration standards at a
miminum of three concentration levels for
each parameter by carefully adding 20.0 pL of
one or more secondary dilution standards to
100, 500, or 1000 pL of reagent water. A 25-uL
syringe with a 0.006 in. ID needle should be
used for this operation. One of the external
standards should be at a concentration near,
but above, the MDL (Table 1) and the other
concentrations should correspond to the ex-
pected range of concentrations found in real
samples or should define the working range
of the detector. These aqueous standards can
be stored up to 24 h, if held in sealed vials
with zero headspace as described in Section
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9.2. If not so stored, they must be discarded
after 1 h.

7.3.2 Analyze each -calibration standard
according to Section 10, and tabulate peak
height or area responses versus the con-
centration in the standard. The results can
be used to prepare a calibration curve for
each compound. Alternatively, if the ratio of
response to concentration (calibration fac-
tor) is a constant over the working range
(<10% relative standard deviation, RSD), lin-
earity through the origin can be assumed
and the average ratio or calibration factor
can be used in place of a calibration curve.

7.4 Internal standard calibration proce-
dure—To use this approach, the analyst must
select one or more internal standards that
are similar in analytical behavior to the
compounds of interest. The analyst must fur-
ther demonstrate that the measurement of
the internal standard is not affected by
method or matrix interferences. Because of
these limitations, no internal standard can
be suggested that is applicable to all sam-
ples. The compounds recommended for use as
surrogate spikes in Section 8.7 have been
used successfully as internal standards, be-
cause of their generally unique retention
times.

7.4.1 Prepare calibration standards at a
minimum of three concentration levels for
each parameter of interest as described in
Section 7.3.1.

7.4.2 Prepare a spiking solution con-
taining each of the internal standards using
the procedures described in Sections 6.5 and
6.6. It is recommended that the secondary di-
lution standard be prepared at a concentra-
tion of 15 pg/mL of each internal standard
compound. The addition of 10 pL of this
standard to 5.0 mL of sample or calibration
standard would be equivalent to 30 pg/L.

7.4.3 Analyze each calibration standard
according to Section 10, adding 10 pL of in-
ternal standard spiking solution directly to
the syringe (Section 10.4). Tabulate peak
height or area responses against concentra-
tion for each compound and internal stand-
ard, and calculate response factors (RF) for
each compound using Equation 1.

_ (AS)(CiS)
R

Equation 1
where:
As=Response for the parameter to be meas-
ured.
Ajs=Response for the internal standard.
Cis=Concentration of the internal standard.
Cs=Concentration of the parameter to be
measured.

If the RF value over the working range is a
constant (<10% RSD), the RF can be assumed
to be invariant and the average RF can be
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used for calculations. Alternatively, the re-
sults can be used to plot a calibration curve
of response ratios, AJAjs, vs. RF.

7.5 The working calibration curve, cali-
bration factor, or RF must be verified on
each working day by the measurement of a
QC check sample.

7.5.1 Prepare the QC check sample as de-
scribed in Section 8.2.2.

7.5.2 Analyze the QC check sample accord-
ing to Section 10.

7.56.3 For each parameter, compare the re-
sponse (Q) with the corresponding calibra-
tion acceptance criteria found in Table 2. If
the responses for all parameters of interest
fall within the designated ranges, analysis of
actual samples can begin. If any individual Q
falls outside the range, proceed according to
Section 7.5.4.

NoOTE: The large number of parameters in
Table 2 present a substantial probability
that one or more will not meet the calibra-
tion acceptance criteria when all parameters
are analyzed.

7.5.4 Repeat the test only for those pa-
rameters that failed to meet the calibration
acceptance criteria. If the response for a pa-
rameter does not fall within the range in
this second test, a new calibration curve,
calibration factor, or RF must be prepared
for that parameter according to Section 7.3
or 7.4.

8. Quality Control

8.1 Each laboratory that uses this method
is required to operate a formal quality con-
trol program. The minimum requirements of
this program consist of an initial demonstra-
tion of laboratory capability and an ongoing
analysis of spiked samples to evaluate and
document data quality. The laboratory must
maintain records to document the quality of
data that is generated. Ongoing data quality
checks are compared with established per-
formance criteria to determine if the results
of analyses meet the performance character-
istics of the method. When results of sample
spikes indicate atypical method perform-
ance, a quality control check standard must
be analyzed to confirm that the measure-
ments were performed in an in-control mode
of operation.

8.1.1 The analyst must make an initial,
one-time, demonstration of the ability to
generate acceptable accuracy and precision
with this method. This ability is established
as described in Section 8.2.

8.1.2 In recognition of advances that are
occurring in chromatography, the analyst is
permitted certain options (detailed in Sec-
tion 10.1) to improve the separations or lower
the cost of measurements. Each time such a
modification is made to the method, the ana-
lyst is required to repeat the procedure in
Section 8.2.

8.1.3 Each day, the analyst must analyze a
reagent water blank to demonstrate that
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interferences from the analytical system are
under control.

8.1.4 The laboratory must, on an ongoing
basis, spike and analyze a minimum of 10%
of all samples to monitor and evaluate lab-
oratory data quality. This procedure is de-
scribed in Section 8.3.

8.1.5 The laboratory must, on an ongoing
basis, demonstrate through the analyses of
quality control check standards that the op-
eration of the measurement system is in con-
trol. This procedure is described in Section
8.4. The frequency of the check standard
analyses is equivalent to 10% of all samples
analyzed but may be reduced if spike recov-
eries from samples (Section 8.3) meet all
specified quality control criteria.

8.1.6 The laboratory must maintain per-
formance records to document the quality of
data that is generated. This procedure is de-
scribed in Section 8.5.

8.2 To establish the ability to generate
acceptable accuracy and precision, the ana-
lyst must perform the following operations.

8.2.1 A quality control (QC) check sample
concentrate is required containing each pa-
rameter of interest at a concentration of 10
pg/mL in methanol. The QC check sample
concentrate must be obtained from the U.S.
Environmental Protection Agency, Environ-
mental Monitoring and Support Laboratory
in Cincinnati, Ohio, if available. If not avail-
able from that source, the QC check sample
concentrate must be obtained from another
external source. If not available from either
source above, the QC check sample con-
centrate must be prepared by the laboratory
using stock standards prepared independ-
ently from those used for calibration.

8.2.2 Prepare a QC check sample to con-
tain 20 pg/L of each parameter by adding 200
uL of QC check sample concentrate to 100 mL
of reagent water.

8.2.3 Analyze four 5-mL aliquots of the
well-mixed QC check sample according to
Section 10. _

8.2.4 Calculate the average recovery (X) in
ug/L, and the standard deviation of the re-
covery (s) in pg/L, for each parameter of in-
terest using the four results. _

8.2.5 For each parameter compare s and X
with the corresponding acceptance criteria
for precision and accuracy, respectively,
found in Table 2. If s and X for all param-
eters of interest meet the acceptance cri-
teria, the system performance is acceptable
and analysis of actual samples can begin. If
any individual s exceeds the precision limit
or any individual X falls outside the range
for accuracy, then the system performance is
unacceptable for that parameter.

NoOTE: The large number of parameters in
Table 2 present a substantial probability
that one or more will fail at least one of the
acceptance criteria when all parameters are
analyzed.
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8.2.6 When one or more of the parameters
tested fail at least one of the acceptance cri-
teria, the analyst must proceed according to
Section 8.2.6.1 or 8.2.6.2.

8.2.6.1 Locate and correct the source of
the problem and repeat the test for all pa-
rameters of interest beginning with Section
8.2.3.

8.2.6.2 Beginning with Section 8.2.3, repeat
the test only for those parameters that
failed to meet criteria. Repeated failure,
however, will confirm a general problem
with the measurement system. If this occurs,
locate and correct the source of the problem
and repeat the test for all compounds of in-
terest beginning with Section 8.2.3.

8.3 The laboratory must, on an ongoing
basis, spike at least 10% of the samples from
each sample site being monitored to assess
accuracy. For laboratories analyzing one to
ten samples per month, at least one spiked
sample per month is required.

8.3.1 The concentration of the spike in the
sample should be determined as follows:

8.3.1.1 If, as in compliance monitoring,
the concentration of a specific parameter in
the sample is being checked against a regu-
latory concentration limit, the spike should
be at that limit or 1 to 5 times higher than
the background concentration determined in
Section 8.3.2, whichever concentration would
be larger.

8.3.1.2 If the concentration of a specific
parameter in the sample is not being
checked against a limit specific to that pa-
rameter, the spike should be at 20 pug/L or 1
to 5 times higher than the background con-
centration determined in Section 8.3.2,
whichever concentration would be larger.

8.3.2 Analyze one 5-mL sample aliquot to
determine the background concentration (B)
of each parameter. If necessary, prepare a
new QC check sample concentrate (Section
8.2.1) appropriate for the background con-
centrations in the sample. Spike a second 5-
mL sample aliquot with 10 pL of the QC
check sample concentrate and analyze it to
determine the concentration after spiking
(A) of each parameter. Calculate each per-
cent recovery (P) as 100(A-B)%/T, where T is
the known true value of the spike.

8.3.3 Compare the percent recovery (P) for
each parameter with the corresponding QC
acceptance criteria found in Table 2. These
acceptance criteria were calculated to in-
clude an allowance for error in measurement
of both the background and spike concentra-
tions, assuming a spike to background ratio
of 5:1. This error will be accounted for to the
extent that the analyst’s spike to back-
ground ratio approaches 5:1.7 If spiking was
performed at a concentration lower than 20
ug/L, the analyst must use either the QC ac-
ceptance criteria in Table 2, or optional QC
acceptance criteria calculated for the spe-
cific spike concentration. To calculate op-
tional acceptance criteria for the recovery of
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a parameter: (1) Calculate accuracy (X')
using the equation in Table 3, substituting
the spike concentration (T) for C; (2) cal-
culate overall precision (S') using the equa-
tion in Table 3, substituting X' for X; (3) cal-
culate the range for recovery at the spike
concentration as (100 X'/T)+2.44(100 S'/T)%.7

8.3.4 If any individual P falls outside the
designated range for recovery, that param-
eter has failed the acceptance criteria. A
check standard containing each parameter
that failed the criteria must be analyzed as
described in Section 8.4.

8.4 If any parameter fails the acceptance
criteria for recovery in Section 8.3, a QC
check standard containing each parameter
that failed must be prepared and analyzed.

NoOTE: The frequency for the required anal-
ysis of a QC check standard will depend upon
the number of parameters being simulta-
neously tested, the complexity of the sample
matrix, and the performance of the labora-
tory. If the entire list of parameters in Table
2 must be measured in the sample in Section
8.3, the probability that the analysis of a QC
check standard will be required is high. In
this case the QC check standard should be
routinely analyzed with the spiked sample.

8.4.1 Prepare the QC check standard by
adding 10 pL of QC check sample concentrate
(Section 8.2.1 or 8.3.2) to 5 mL of reagent
water. The QC check standard needs only to
contain the parameters that failed criteria
in the test in Section 8.3.

8.4.2 Analyze the QC check standard to
determine the concentration measured (A) of
each parameter. Calculate each percent re-
covery (Ps) as 100 (A/T)%, where T is the true
value of the standard concentration.

8.4.3 Compare the percent recovery (Ps)
for each parameter with the corresponding
QC acceptance criteria found in Table 2. Only
parameters that failed the test in Section 8.3
need to be compared with these criteria. If
the recovery of any such parameter falls out-
side the designated range, the laboratory
performance for that parameter is judged to
be out of control, and the problem must be
immediately identified and corrected. The
analytical result for that parameter in the
unspiked sample is suspect and may not be
reported for regulatory compliance purposes.

8.5 As part of the QC program for the lab-
oratory, method accuracy for wastewater
samples must be assessed and records must
be maintained. After the analysis of five
spiked wastewater samples as in Section 8.3,
calculate the average percent recovery (P)
and the standard deviation of the percent re-
covery (sp). Express the accuracy assessment
as a percent recovery interval from P —2s, to
P+2sp. If p=90% and s,=10%, for example, the
accuracy interval is expressed as 70-110%.
Update the accuracy assessment for each pa-
rameter on a regular basis (e.g. after each
five to ten new accuracy measurements).
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8.6 It is recommended that the laboratory
adopt additional quality assurance practices
for use with this method. The specific prac-
tices that are most productive depend upon
the needs of the laboratory and the nature of
the samples. Field duplicates may be ana-
lyzed to assess the precision of the environ-
mental measurements. When doubt exists
over the identification of a peak on the chro-
matogram, confirmatory techniques such as
gas chromatography with a dissimilar col-
umn, specific element detector, or mass
spectrometer must be used. Whenever pos-
sible, the laboratory should analyze standard
reference materials and participate in rel-
evant performance evaluation studies.

8.7 The analyst should monitor both the
performance of the analytical system and
the effectiveness of the method in dealing
with each sample matrix by spiking each
sample, standard, and reagent water blank
with surrogate halocarbons. A combination
of bromochloromethane, 2-bromo-1-
chloropropane, and 1,4-dichlorobutane is rec-
ommended to encompass the range of the
temperature program used in this method.
From stock standard solutions prepared as
in Section 6.5, add a volume to give 750 pg of
each surrogate to 45 mL of reagent water
contained in a 50-mL volumetric flask, mix
and dilute to volume for a concentration of
15 ng/puL. Add 10 pL of this surrogate spiking
solution directly into the 5-mL syringe with
every sample and reference standard ana-
lyzed. Prepare a fresh surrogate spiking solu-
tion on a weekly basis. If the internal stand-
ard calibration procedure is being used, the
surrogate compounds may be added directly
to the internal standard spiking solution
(Section 7.4.2).

9. Sample Collection, Preservation, and
Handling

9.1 All samples must be iced or refrig-
erated from the time of collection until anal-
ysis. If the sample contains free or combined
chlorine, add sodium thiosulfate preserva-
tive (10 mg/40 mL is sufficient for up to 5
ppm Cl;) to the empty sample bottle just
prior to shipping to the sampling site. EPA
Methods 330.4 and 330.5 may be used for
measurement of residual chlorine.8 Field test
kits are available for this purpose.

9.2 Grab samples must be collected in
glass containers having a total volume of at
least 26 mL. Fill the sample bottle just to
overflowing in such a manner that no air
bubbles pass through the sample as the bot-
tle is being filled. Seal the bottle so that no
air bubbles are entrapped in it. If preserva-
tive has been added, shake vigorously for 1
min. Maintain the hermetic seal on the sam-
ple bottle until time of analysis.

9.3 All samples must be analyzed within
14 days of collection.3
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10. Procedure

10.1 Table 1 summarizes the recommended
operating conditions for the gas chro-
matograph. Included in this table are esti-
mated retention times and MDL that can be
achieved under these conditions. An example
of the separations achieved by Column 1 is
shown in Figure 5. Other packed columns,
chromatographic conditions, or detectors
may be used if the requirements of Section
8.2 are met.

10.2 Calibrate the system daily as de-
scribed in Section 7.

10.3 Adjust the purge gas (nitrogen or he-
lium) flow rate to 40 mL/min. Attach the
trap inlet to the purging device, and set the
purge and trap system to purge (Figure 3).
Open the syringe valve located on the purg-
ing device sample introduction needle.

10.4 Allow the sample to come to ambient
temperature prior to introducing it to the
syringe. Remove the plunger from a 5-mL sy-
ringe and attach a closed syringe valve. Open
the sample bottle (or standard) and carefully
pour the sample into the syringe barrel to
just short of overflowing. Replace the sy-
ringe plunger and compress the sample. Open
the syringe valve and vent any residual air
while adjusting the sample volume to 5.0 mL.
Since this process of taking an aliquot de-
stroys the validity of the sample for future
analysis, the analyst should fill a second sy-
ringe at this time to protect against possible
loss of data. Add 10.0 pL of the surrogate
spiking solution (Section 8.7) and 10.0 pL of
the internal standard spiking solution (Sec-
tion 7.4.2), if applicable, through the valve
bore, then close the valve.

10.5 Attach the syringe-syringe valve as-
sembly to the syringe valve on the purging
device. Open the syringe valves and inject
the sample into the purging chamber.

10.6 Close both valves and purge the sam-
ple for 11.0+0.1 min at ambient temperature.

10.7 After the 11-min purge time, attach
the trap to the chromatograph, adjust the
purge and trap system to the desorb mode
(Figure 4), and begin to temperature pro-
gram the gas chromatograph. Introduce the
trapped materials to the GC column by rap-
idly heating the trap to 180 °C while
backflushing the trap with an inert gas be-
tween 20 and 60 mL/min for 4 min. If rapid
heating of the trap cannot be achieved, the
GC column must be used as a secondary trap
by cooling it to 30 °C (subambient tempera-
ture, if poor peak geometry or random reten-
tion time problems persist) instead of the
initial program temperature of 45 °C

10.8 While the trap is being desorbed into
the gas chromatograph, empty the purging
chamber using the sample introduction sy-
ringe. Wash the chamber with two 5-mL
flushes of reagent water.

10.9 After desorbing the sample for 4 min,
recondition the trap by returning the purge
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and trap system to the purge mode. Wait 15
s then close the syringe valve on the purging
device to begin gas flow through the trap.
The trap temperature should be maintained
at 180 °C After approximately 7 min, turn off
the trap heater and open the syringe valve to
stop the gas flow through the trap. When the
trap is cool, the next sample can be ana-
lyzed.

10.10 Identify the parameters in the sam-
ple by comparing the retention times of the
peaks in the sample chromatogram with
those of the peaks in standard
chromatograms. The width of the retention
time window used to make identifications
should be based upon measurements of ac-
tual retention time variations of standards
over the course of a day. Three times the
standard deviation of a retention time for a
compound can be used to calculate a sug-
gested window size; however, the experience
of the analyst should weigh heavily in the
interpretation of chromatograms.

10.11 If the response for a peak exceeds
the working range of the system, prepare a
dilution of the sample with reagent water
from the aliquot in the second syringe and
reanalyze.

11. Calculations

11.1 Determine the concentration of indi-
vidual compounds in the sample.

11.1.1 If the external standard calibration
procedure is used, calculate the concentra-
tion of the parameter being measured from
the peak response using the calibration
curve or calibration factor determined in
Section 7.3.2.

11.1.2 If the internal standard calibration
procedure is used, calculate the concentra-
tion in the sample using the response factor
(RF) determined in Section 7.4.3 and Equa-
tion 2.

Equation 2

(AS)(CiS)
| (Ais)(RF)

As<=Response for the parameter to be meas-
ured.

Aijs=Response for the internal standard.

Cis=Concentration of the internal standard.
11.2 Report results in pg/L without correc-

tion for recovery data. All QC data obtained

should be reported with the sample results.

Concentration (ug/L) =

12. Method Performance

12.1 The method detection limit (MDL) is
defined as the minimum concentration of a
substance that can be measured and reported
with 99% confidence that the value is above
zero.l The MDL concentration listed in
Table 1 were obtained using reagent water.11.
Similar results were achieved using
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representative wastewaters. The MDL actu-
ally achieved in a given analysis will vary
depending on instrument sensitivity and ma-
trix effects.

12.2 This method is recommended for use
in the concentration range from the MDL to
1000xMDL. Direct aqueous injection tech-
niques should be used to measure concentra-
tion levels above 1000xMDL.

12.3 This method was tested by 20 labora-
tories using reagent water, drinking water,
surface water, and three industrial
wastewaters spiked at six concentrations
over the range 8.0 to 500 pg/L.° Single oper-
ator precision, overall precision, and method
accuracy were found to be directly related to
the concentration of the parameter and es-
sentially independent of the sample matrix.
Linear equations to describe these relation-
ships are presented in Table 3.
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TABLE 1—CHROMATOGRAPHIC CONDITIONS AND METHOD DETECTION LIMITS

Retention time (min .
Parameter (min) Metlhog: det;chnon
Column 1 Column 2 imit (ug/L)

Chloromethane ... 1.50 5.28 0.08
Bromomethane ..........cccoeovviiiiiiinniinns 217 7.05 1.18
Dichlorodifluoromethane ..o 2.62 nd 1.81
Vinyl chloride ....... 2.67 5.28 0.18
Chloroethane ...........ccccoeiiiiiiiiiis 3.33 8.68 0.52
Methylene chloride .........c.ccooovviiiiiciciinns 5.25 10.1 0.25
Trichlorofluoromethane ... 7.18 nd nd

1,1-Dichloroethene . 7.93 7.72 0.13
1,1-Dichloroeth@ne .........cccceeeveveeeeeciiieeeiiiiee e 9.30 12.6 0.07
trans-1,2-Dichloroethene ...........c.ccccoooviiiiiiiiii, 10.1 9.38 0.10
Chloroform .......... 10.7 12.1 0.05
1,2-Dichloroethane .... 114 15.4 0.03
1,1,1-Trichloroethane ............cccoeveeeeeivneeenns 12.6 13.1 0.03
Carbon tetrachloride ...........cccceeviiiiiiinne 13.0 14.4 0.12
Bromodichloromethane . 13.7 14.6 0.10
1,2-Dichloropropane .. 14.9 16.6 0.04
CiS-1,3-DiChlOropropene .........cccoceririiienieseeieeee e 15.2 16.6 0.34
Trichloroethene .. P 15.8 131 0.12
Dibromochloromethane . 16.5 16.6 0.09
1,1,2-Trichloroethane ... 16.5 18.1 0.02
trans-1,3-Dichloropropene .........c.cccceeveevereneeieesieneneens 16.5 18.0 0.20
2-Chloroethylvinyl ether ...........cccccoeeninnnns 18.0 nd 0.13
Bromoform .......... BTN 19.2 19.2 0.20
1,1,2,2-Tetrachloroethane 216 nd 0.03
Tetrachloroethene ..., 21.7 15.0 0.03
Chlorobenzene ... 24.2 18.8 0.25
1,3-Dichlorobenzene . 34.0 224 0.32
1,2-Dichlorobenzene . 34.9 23.5 0.15
1,4-DichlOrobENZENE ......ccvvviiiiiieeeecieeee e 35.4 22.3 0.24

Column 1 conditions: Carbopack B (60/80 mesh) coated with 1% SP-1000 packed in an 8 ft x 0.1 in. ID stainless steel or
glass column with helium carrier gas at 40 mL/min flow rate. Column temperature held at 45 °C for 3 min then programmed at 8

°C/min to 220 °C and held for 15 min.
Column 2 conditions: Porisil-C (100/120 mesh) coated with

n-octane packed in a 6 ft x 0.1 in. ID stainless steel or glass col-

umn with helium carrier gas at 40 mL/min flow rate. Column temperature held at 50 °C for 3 min then programmed at 6 °C/min

to 170 °C and held for 4 min.
nd=not determined.

TABLE 2—CALIBRATION AND QC ACCEPTANCE CRITERIA—METHOD 601 2

Range for Q Limit for s Range for X Range P,
Parameter (/L) (hg/L) (/L) P (%)

Bromodichloromethane .. 15.2-24.8 4.3 10.7-32.0 42-172
Bromoform . 14.7-25.3 4.7 5.0-29.3 13-159
Bromomethane ... 11.7-28.3 7.6 3.4-245 D-144
Carbon tetrachloride 13.7-26.3 5.6 11.8-25.3 43-143
Chlorobenzene 14.4-25.6 5.0 10.2-27.4 38-150
Chloroethane ... . 15.4-24.6 4.4 11.3-25.2 46-137
2-Chloroethylvinyl ether .. 12.0-28.0 8.3 4.5-355 14-186
Chloroform . 15.0-25.0 4.5 12.4-24.0 49-133
Chloromethane . 11.9-28.1 7.4 D-34.9 D-193
Dibromochloromethane . 13.1-26.9 6.3 7.9-35.1 24-191
1,2-Dichlorobenzene ....... 14.0-26.0 55 1.7-38.9 D-208
1,3-Dichlorobenzene ....... 9.9-30.1 9.1 6.2-32.6 7-187
1,4-Dichlorobenzene . 13.9-26.1 55 11.5-25.5 42-143
1,1-Dichloroethane . 16.8-23.2 3.2 11.2-24.6 47-132
1,2-Dichloroethane .... 14.3-25.7 5.2 13.0-26.5 51-147
1,1-Dichloroethene ......... 12.6-27.4 6.6 10.2-27.3 28-167
trans-1,2-Dichloroethene 12.8-27.2 6.4 11.4-27.1 38-155
1,2-Dichloropropane ....... 14.8-25.2 5.2 10.1-29.9 44-156
cis-1,3-Dichloropropene . 12.8-27.2 7.3 6.2-33.8 22-178
trans-1,3-Dichloropropene 12.8-27.2 7.3 6.2-33.8 22-178

39



Pt. 136, App. A, Meth. 601

40 CFR Ch. | (7-1-01 Edition)

TABLE 2—CALIBRATION AND QC ACCEPTANCE CRITERIA—METHOD 601 a—Continued

Range for Q Limit for s Range for X Range P,
Parameter (ug/t) (hg/L) (ug/t) P (%)

Methylene chloride .......... 15.5-24.5 4.0 7.0-27.6 25-162
1,1,2,2-Tetrachloroethane 9.8-30.2 9.2 6.6-31.8 8-184
Tetrachloroethene ..o 14.0-26.0 5.4 8.1-29.6 26-162
1,1,1-Trichloroethane ............ccccccoviiiviiiciciiiins 14.2-25.8 4.9 10.8-24.8 41-138
1,1,2-Trichloroethane ...........ccccccceiiiiieieeeiiieeeiiinnenn 15.7-24.3 3.9 9.6-25.4 39-136
Trichloroethene ... 15.4-24.6 4.2 9.2-26.6 35-146
Trichlorofluoromethane ... 13.3-26.7 6.0 7.4-28.1 21-156
Vinyl chloride .........ccoviiiiiiiis 13.7-26.3 5.7 8.2-29.9 28-163

aCriteria were calculated assuming a QC check sample concentration of 20 pg/L.
Q=Concentration measured in QC check sample, in pg/L (Section 7.5.3).
s=Standard deviation of four recovery measurements, in pg/L (Section 8.2.4).
X=Average recovery for four recovery measurements, in pug/L (Section 8.2.4).

P, Ps=Percent recovery measured (Section 8.3.2, Section 8.4.2).
D=Detected; result must be greater than zero.

NoOTE: These criteria are based directly upon the method performance data in Table 3. Where necessary, the limits for recov-
ery have been broadened to assure applicability of the limits to concentrations below those used to develop Table 3.

TABLE 3.—METHOD ACCURACY AND PRECISION AS FUNCTIONS OF CONCENTRATION—METHOD 601

Accuracy as 1o | Singl analyst pre- | Overal precision

Bromodichloromethane ..................... 1.12C-1.02 0.11X+0.04 0.20X+1.00
BIOMOTOIM ...voooceveeeereeeeeieeeeeseeens 0.96C —2.05 0.12X+0.58 0.21X+2.41
Bromomethane ..........c...ccccoeevenrre. 0.76C—1.27 0.28X+0.27 0.36X+0.94
Carbon tetrachloride 0.98C—1.04 0.15X+0.38 0.20X+0.39
ChIOrODENZENE ....oovooveeeeeeeeeeee e 1.00C-1.23 0.15X —0.02 0.18X+1.21
CROTOBINANE ...ccevvvvvvveeeaeeereesssseseessssssssssss s ssssssssssessssssss s 0.99C-1.53 0.14X-0.13 0.17X+0.63
2-Chloroethylvinyl ethera ..o, 1.00C 0.20X 0.35X

Chloroform 0.93C—0.39 0.13X+0.15 0.19X - 0.02
Chloromethane 0.77C+0.18 0.28X—0.31 0.52X+1.31
Dibromochloromethane . 0.94C+2.72 0.11X+1.10 0.24X+1.68
1,2-Dichlorobenzene ..... 0.93C+1.70 0.20X+0.97 0.13X+6.13
1,3-Dichlorobenzene ... 0.95C+0.43 0.14X+2.33 0.26X+2.34
1,4-Dichlorobenzene ..... 0.93C-0.09 0.15X+0.29 0.20X+0.41
1,1-Dichloroethane ........ 0.95C —1.08 0.09X+0.17 0.14%X+0.94
1,2-Dichloroethane ........ 1.04C-1.06 0.11X+0.70 0.15X+0.94
1,1-Dichloroethene ........ 0.98C—0.87 0.21X-0.23 0.29X —0.40
trans-1,2-Dichloroethene 0.97C-0.16 0.11X+1.46 0.17X+1.46
1,2-DIiChIOrOPIOPANE a ... 1.00C 0.13X 0.23X

cis-1,3-Dichloropropenea ............ccccccoceviiiiniccinicicinienns 1.00C 0.18X 0.32X

trans-1,3-DiChIOTOPrOPENE @ .........ccevrrsrssaserrrrrrersssseeesssssenns 1.00C 0.18X 0.32X

Methylene chloride ........ 0.91C-0.93 0.11X+0.33 0.21X+1.43
1,1,2,2-Tetrachloroethene ... 0.95C+0.19 0.14X+2.41 0.23X+2.79
Tetrachloroethene .......... 0.94C+0.06 0.14X+0.38 0.18X+2.21
T 1T T 0.90C-0.16 0.15X+0.04 0.20X+0.37
1,1,2-Trichloroethane ........ccccoccevvveiinieeienenennns 0.86C+0.30 0.13X-0.14 0.19X+0.67
Trichloroethene ............ 0.87C+0.48 0.13)37 0.03 0.23)}0.30
Trichlorofluoromethane . 0.89C-0.07 0.15X+0.67 0.26X+0.91
Vinyl chloride ................ 0.97C-0.36 0.13X+0.65 0.27X+0.40

i’:Expected recovery for one or more measurements of a sample containing a concentration of C, in pg/L.
sn'=Expected single analyst standard deviation of measurements at an average concentration found of X, in pg/L.
Si=Expected interlaboratory standard deviation of measurements at an average concentration found of X, in pg/L.

C=True value for the concentration, in pg/L.

X=Average recovery found for measurements of samples containing a concentration of C, in pg/L.

aEstimates based upon the performance in a single laboratory.10
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Figure 5. Gas chromatogram of purgeable halocarbons.
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